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JOB NUMBER: DFW-2301

LA
KE

 B
R

EE
ZE

C
O

PP
EL

L 
H

EI
G

H
TS

, L
O

TS
 3

, 4
, 5

, 1
1,

 1
2,

 1
3,

 1
4,

 &
 1

5
C

O
PP

EL
L,

 T
EX

AS

10-21-24 ISSUE FOR PERMIT1

MEEKS DESIGN GROUP, INC.
1755 N. COLLINS BLVD., SUITE 300
RICHARDSON, TX 75080
PH (972) 690-7474
F   (972) 690-7878

DFW LAND REAL ESTATE
9111 Cypress Waters Blvd.
Suite 140
Coppell, TX 75019

ISSUE FOR
PERMIT

10-21-24

11-12-24 CITY COMMENTS1

TUBULAR POST

BEFORE PRIMER AND PAINT

3"
 M

IN
.

2'
-6

" M
IN

.

1" 3"

COMPACTED SUBGRADE 

11" MIN.

STRUCTURAL ENGINEER

2" SQ. TUBUALR RAILS

CONCRETE FOOTING PER

FROM ALL SITE FEATURES.
POSITIVE DRAINAGE AWAY
SLOPE TO DRAIN. PROVIDE

APPLICATION.

6'-0" HT. METAL PERIMETER FENCE ELEVATION
SCALE: 1"=1'-0"

4 GRADE

5'
-7

"

6'
-1

"

2"

REF. FENCE NOTES GN-1

SAND SMOOTH ALL WELD JOINTS

3" SQ. TUBULAR POST

3/4" SQ. TUBULAR PICKETS

2" SQ. TUBULAR RAILS

8'-0" OC MAX. 8'-0" OC MAX.

4" OC MAX.

TUBULAR RAIL

TUBULAR PICKET

8'-0" OC MAX.

TUBULAR RAIL

6'-0" HT. METAL PERIMETER FENCE SECTION
SCALE: 1"=1'-0"4

1BRICK COLUMN ELEVATION
SCALE: 1"=1'-0"2

1"=1'-0"
BRICK COLUMN SECTION3

2'
-0

"

4"
 +

/-
8"

 +
/-

STRUCTURAL ENGINEER
REINFORCEMENT PER
COLUMN DESIGN AND

8"+/-

2'-0"

C

4"+/-

BRICK VENEER BY

FOOTING BELOW

CONCRETE FOOTINGS, PIERS, AND

1"

ENGINEER
REINFORCEMENT PER STRUCTURAL

DESIGN AND SPECIFICATION.
OWNER STRUCTURAL ENGINEER
COMPACTED SUBGRADE BY

1'-0"1'-0"

6'
-2

"

6'
-6

"

TO MATCH BUILDING.

3

AWAY FROM ALL SITE FEATURES.
PROVIDE POSITIVE DRAINAGE

TO MATCH BUILDING.
SELECTION AND COLOR
CAST STONE COLUMN CAP.

COLOR, AND PATTERN
BRICK VENEER. BRICK,

2'-0"

BRICK MORTAR SELECTION
AND COLOR TO MATCH
BUILDING.

CONCRETE FILL, NO
RUBBLE OR DEBRIS,
PER STRUCTURAL
ENGINEER

OWNER SELECTION
L

CL

CL

STRUCTURAL ENGINEERING REQUIREMENTS
AND DESIGN FOR ALL DETAILS, SHALL BE
PROVIDED BY OWNER'S STRUCTURAL
ENGINEER OR PROVIDED BY PARTICULAR
TRADES' STRUCTURAL ENGINEER, WITH
SEALED STRUCTURAL ENGINEERING
DRAWINGS SUBMITTED FOR REVIEW.

3"

DETAILS

LP0.03




