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NOTES BY SYMBOL

1. FIRE EXTINGUISHER ON BRACKET MOUNTED AT 3'-6" ABOVE FINISH FLOOR TO HANDLE.

2. PRECAST BUILDING ROOF LINE ABOVE, EXTENDS 3" BEYOND WALLS.

3. PRECAST BUILDING WALLS, MANUFACTURERS' STANDARD WALL THICKNESS TO PROVIDE
STRUCTURAL STRENGTH AND SPECIFIED THERMAL VALUE.  SHOWN AND DIMENSIONED
AS 9" FOR REFERENCE PROPOSES.  INTERIOR DIMENSIONS SHALL REMAIN FIRM.

4. GYPSUM BOARD CEILING AT 8'-0" AFF.

5. 2X4 METAL STUDS WITH 1 LAYER 5/8" GYP. BD. ON EACH SIDE.  EXTEND STUDS FROM
SLAB TO 9'-0" AFF.
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11
'-6

"

#

3

3

3 3

DOOR D1

1

AC UNIT AC1

11
'-6

"

PRECAST
CONCRETE

WALL

RIGID INSULATION

0.030" HDPE
OVERLAY ON
3/4" PLYWOOD

PRECAST
CONCRETE

WALL

RIGID INSULATION,
SANDWICH
CONSTRUCTION

SPLIT FACE BLOCK
RELIEF PATTERN

PRECAST
CONCRETE

ROOF PANEL

RIGID INSULATION0.030" HDPE
OVERLAY ON

3/4" PLYWOOD

LIGHT GAUGE STEEL
FRAMING

LIGHT GAUGE
STEEL FRAMING

TH
E 

C
IT

Y
 O

F 
C

O
PP

EL
L,

 T
EX

A
S

SA
N

D
Y

 L
A

K
E 

LI
FT

 S
TA

TI
O

N
 A

N
D

 S
Y

ST
EM

 IM
PR

O
V

EM
EN

TS
C

O
PP

EL
L 

SA
N

D
Y

 L
A

K
E 

LI
FT

 S
TA

IO
N

 A
D

D
IT

IO
N

LO
T 

1,
 B

LO
C

K
 A

, 0
.7

25
 A

C
R

ES
10

03
 E

 S
A

N
D

Y
 L

A
K

E 
R

O
A

D
, C

O
PP

EL
L,

 T
X

 7
50

19
TH

E 
C

IT
Y

 O
F

C
O

PP
EL

L,
TE

X
A

S
14

75
5 

PR
ES

TO
N

 R
O

AD
, S

TE
 4

20
  |

  D
AL

LA
S,

 T
X 

75
25

4
21

4.
63

1.
61

00
  |

  T
BP

E 
RE

GI
ST

ER
ED

 F
IR

M
 N

U
M

BE
R 

F-
13

THESE DOCUMENTS ARE
FOR INTERIM REVIEW

AND ARE NOT INTENDED
FOR CONSTRUCTION,
BIDDING, OR PERMIT

PURPOSES.
PATRICK N. MOSELEY
TEXAS P.E. NO. 72794

DATE: 3/8/2021

B-100

BU
IL

DI
N

G 
PL

AN
 A

N
D 

DE
TA

IL
S

EL
EC

TR
IC

AL

DOOR D2

5'-0"

5'
-0

"

4

5

AC UNIT, VERIFY OPENING
SIZES DURING SUBMITTAL
PROCESS

SPLIT FACE BLOCK
RELIEF PATTERN

BATHROOM
EXHAUST FAN

VENT

PLAN
SCALE: 3/8" = 1'-0"

 

EAST ELEVATION
SCALE: 3/8" = 1'-0"

 NORTH ELEVATION
SCALE: 3/8" = 1'-0"

 

SOUTH ELEVATION
SCALE: 3/8" = 1'-0"

 

TYPE "A" WALL SECTION
NTS

 

TYPE "B" WALL SECTION
NTS

 

ROOF/CEILING SECTION
NTS

 

WEST ELEVATION
SCALE: 3/8" = 1'-0"

 

SPLIT FACE BLOCK
RELIEF PATTERN PRECAST

CONCRETE
WALL

CONNECTION DETAIL
NTS

 

STEEL ANGLE

STEEL PLATE

CONCRETE SLAB

WELD

AC UNIT, VERIFY OPENING
SIZES DURING SUBMITTAL

PROCESS

Exhibit "C"
Page 1 of 2

MParon-Boswell
Image

MParon-Boswell
Image



TH
E 

C
IT

Y
 O

F 
C

O
PP

EL
L,

 T
EX

A
S

SA
N

D
Y

 L
A

K
E 

LI
FT

 S
TA

TI
O

N
 A

N
D

 S
Y

ST
EM

 IM
PR

O
V

EM
EN

TS
C

O
PP

EL
L 

SA
N

D
Y

 L
A

K
E 

LI
FT

 S
TA

IO
N

 A
D

D
IT

IO
N

LO
T 

1,
 B

LO
C

K
 A

, 0
.7

25
 A

C
R

ES
10

03
 E

 S
A

N
D

Y
 L

A
K

E 
R

O
A

D
, C

O
PP

EL
L,

 T
X

 7
50

19
TH

E 
C

IT
Y

 O
F

C
O

PP
EL

L,
TE

X
A

S
14

75
5 

PR
ES

TO
N

 R
O

AD
, S

TE
 4

20
  |

  D
AL

LA
S,

 T
X 

75
25

4
21

4.
63

1.
61

00
  |

  T
BP

E 
RE

GI
ST

ER
ED

 F
IR

M
 N

U
M

BE
R 

F-
13Exhibit "C"

Page 2 of 2

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
TEXAS P.E. NO.

AutoCAD SHX Text
ADRIAN R. DONGELL

AutoCAD SHX Text
102007

AutoCAD SHX Text
THESE DOCUMENTS ARE FOR INTERIM REVIEW AND ARE NOT INTENDED FOR CONSTRUCTION, BIDDING, OR PERMIT PURPOSES.

AutoCAD SHX Text
Dwg.

AutoCAD SHX Text
No.

AutoCAD SHX Text
Seq.

AutoCAD SHX Text
of

AutoCAD SHX Text
REVISION

AutoCAD SHX Text
BY

AutoCAD SHX Text
DATE

AutoCAD SHX Text
NO.

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
REVIEWED

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
BAR IS ONE INCH ON ORIGINAL DRAWING.

AutoCAD SHX Text
ONE INCH

AutoCAD SHX Text
PRINTED:  3/8/2021 9:21 AM  L:\Projects\0816\008-01\2-0 Wrk Prod\2-1 ACAD\SHEETFILES\M-105.dwg  SAVED: 3/3/2021 11:04 AM  USER: Cave, Forrest 3/8/2021 9:21 AM  L:\Projects\0816\008-01\2-0 Wrk Prod\2-1 ACAD\SHEETFILES\M-105.dwg  SAVED: 3/3/2021 11:04 AM  USER: Cave, Forrest   L:\Projects\0816\008-01\2-0 Wrk Prod\2-1 ACAD\SHEETFILES\M-105.dwg  SAVED: 3/3/2021 11:04 AM  USER: Cave, Forrest L:\Projects\0816\008-01\2-0 Wrk Prod\2-1 ACAD\SHEETFILES\M-105.dwg  SAVED: 3/3/2021 11:04 AM  USER: Cave, Forrest   SAVED: 3/3/2021 11:04 AM  USER: Cave, Forrest 3/3/2021 11:04 AM  USER: Cave, Forrest   USER: Cave, Forrest Cave, Forrest 

AutoCAD SHX Text
0816-008-01

AutoCAD SHX Text
ARD

AutoCAD SHX Text
FJC

AutoCAD SHX Text
ART

AutoCAD SHX Text
BW

AutoCAD SHX Text
M-105

AutoCAD SHX Text
MECHANICAL 

AutoCAD SHX Text
CARBON ADSORBER PLAN AND SECTION

AutoCAD SHX Text
A

AutoCAD SHX Text
SECTION

AutoCAD SHX Text
SCALE: 3/4"=1'-0"

AutoCAD SHX Text
N

AutoCAD SHX Text
PLAN

AutoCAD SHX Text
SCALE: 3/4"=1'-0"

AutoCAD SHX Text
A

AutoCAD SHX Text
-

AutoCAD SHX Text
MIST ELIMINATOR

AutoCAD SHX Text
12/FA/FRP

AutoCAD SHX Text
SLOPE

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
2/D/PVC

AutoCAD SHX Text
5'  CARBONADSORBER

AutoCAD SHX Text
6/FA/FRP

AutoCAD SHX Text
10/FA/FRP

AutoCAD SHX Text
CONTROL PANEL W/ CONCRETE EQUIP PAD (REF ELECTRICAL)

AutoCAD SHX Text
12/FA/FRP FROM LIFT STATION (REF. C-100 FOR CONTINUATION)

AutoCAD SHX Text
NOTES: 1. EQUIPMENT DENOTED BY "*" SHALL BE SUPPLIED BY A SINGLE MANUFACTURER EQUIPMENT DENOTED BY "*" SHALL BE SUPPLIED BY A SINGLE MANUFACTURER PER SECTION 44 31 16. DIMENSIONS ALSO DENOTED BY "*" SHALL BE COORDINATED WITH EQUIPMENT SUPPLIER. 2. CONCRETE PAD AND PAVING SHALL BE SLOPED TO DRAIN WATER AWAY FROM CONCRETE PAD AND PAVING SHALL BE SLOPED TO DRAIN WATER AWAY FROM EQUIPMENT. 3. CONTRACTOR SHALL COORDINATE DIMENSIONS AND CONNECTIONS WITH CONTRACTOR SHALL COORDINATE DIMENSIONS AND CONNECTIONS WITH EQUIPMENT SUPPLIER. LOCATE SLAB PENETRATIONS TO AVOID CONFLICTS WITH EQUIPMENT AND SUPPORTS.  4. ALL ANCHORS AND HARDWARE SHALL BE TYPE 316 STAINLESS STEEL. ALL ANCHORS AND HARDWARE SHALL BE TYPE 316 STAINLESS STEEL. 5. PROVIDE 1" OF NON-SHRINK GROUT BETWEEN ALL EQUIPMENT/SUPPORT PROVIDE 1" OF NON-SHRINK GROUT BETWEEN ALL EQUIPMENT/SUPPORT ANCHORS AND THE CONCRETE SLAB. 6. CONCRETE ENCASE PIPE AND DUCT BELOW STRUCTURES AND ROADS.  CONCRETE ENCASE PIPE AND DUCT BELOW STRUCTURES AND ROADS.  7. CONTRACTOR SHALL FURNISH AND INSTALL 10'-0"Wx16'-0"Lx10'-0"H (MIN CONTRACTOR SHALL FURNISH AND INSTALL 10'-0"Wx16'-0"Lx10'-0"H (MIN VERTICAL CLEARANCE) CARPORT-TYPE EQUIPMENT COVER WITH 24-GAUGE GALVANIZED STEEL ROOF AND ENDURACOTE PAINT SYSTEM, MANUFACTURED BY VICTORY AWNINGS, INC. (VAI), OR APPROVED EQUAL (COLOR LIGHT GRAY 899). SUPPORT TYPES AND LOCATIONS TO BE DETERMINED DURING CONSTRUCTION. REFER TO STRUCTURAL NOTES FOR MINIMUM DESIGN REQUIREMENTS. CONTRACTOR SHALL BE RESPONSIBLE FOR EQUIPMENT COVER AND FOUNDATION DESIGN SEALED BY TEXAS PROFESSIONAL ENGINEER. 

AutoCAD SHX Text
*

AutoCAD SHX Text
*

AutoCAD SHX Text
FOUL AIR BLOWER

AutoCAD SHX Text
*

AutoCAD SHX Text
EXHAUST SILENCER (BEYOND)

AutoCAD SHX Text
*

AutoCAD SHX Text
10" FRP 45° BEND(TYP 2)

AutoCAD SHX Text
12"x10" FRP 90°REDUCING BEND

AutoCAD SHX Text
  EL 449.18

AutoCAD SHX Text
*

AutoCAD SHX Text
12" FRP ELBOW  FL EL 442.00

AutoCAD SHX Text
MIST ELIMINATOR DRAIN WITH MIN. 1'-0" P-TRAP AND 2" PVC BALL VALVE (SEE DETAIL BELOW)

AutoCAD SHX Text
CL EL 448.23

AutoCAD SHX Text
*

AutoCAD SHX Text
EL 452.95

AutoCAD SHX Text
TOC EL 447.66

AutoCAD SHX Text
GRADE EL 447.33

AutoCAD SHX Text
CONCRETE EQUIPMENT PAD (REF STRUCTURAL)

AutoCAD SHX Text
1,000 CFM CARBON  ADSORBER

AutoCAD SHX Text
*

AutoCAD SHX Text
*

AutoCAD SHX Text
FLOOR PENETRATION WITH BOND BREAKER WRAPPED AROUND PIPE

AutoCAD SHX Text
*

AutoCAD SHX Text
2/D/PVC TO LIFT STATION  (REF. C-100 FOR CONTINUATION)

AutoCAD SHX Text
REMOVABLE PIPE BOLLARD (TYP 2)

AutoCAD SHX Text
9

AutoCAD SHX Text
C-901

AutoCAD SHX Text
12/FA/FRP

AutoCAD SHX Text
FLEXIBLE CONNECTION WITH TYPE 316 SS BAND CLAMPS  (TYP 3)

AutoCAD SHX Text
TYPE 316 SS ISOLATION GATE

AutoCAD SHX Text
*

AutoCAD SHX Text
(2)	2" PVC ELBOWS 2" PVC ELBOWS 

AutoCAD SHX Text
MIST ELIMINATOR DRAIN P-TRAP

AutoCAD SHX Text
NTS

AutoCAD SHX Text
DETAIL 1

AutoCAD SHX Text
NEOPRENE HOSE WITH TYPE 316 SS BAND CLAMPS

AutoCAD SHX Text
2" TRUE UNION BALL VALVE

AutoCAD SHX Text
THREADED CAP

AutoCAD SHX Text
2" PVC TEE

AutoCAD SHX Text
MIST ELIMINATOR

AutoCAD SHX Text
3"  PVC

AutoCAD SHX Text
2"  PVC

AutoCAD SHX Text
2/D/PVC

AutoCAD SHX Text
TYPE 316 SS UNISTRUT SILENCER SUPPORTS 

AutoCAD SHX Text
FLOOR PENETRATION WITH BOND BREAKER WRAPPED AROUND PIPE (TYP 2)

AutoCAD SHX Text
12" FRP 45° BEND

AutoCAD SHX Text
2" PVC 45°BEND (TYP)

AutoCAD SHX Text
2/D/PVC TO LIFT STATION   EL 442.80 (REF C-100 FOR CONTINUATION)

AutoCAD SHX Text
EQUIPMENT COVER (SEE NOTE 7)

AutoCAD SHX Text
EQUIPMENT COVER SUPPORTS, FOUNDATION DESIGN BY MANUFACTURER   (TYP 4, SEE NOTE 7)

AutoCAD SHX Text
TO THREADED CAP AT GRADE (COORD LOCATION WITH MIST ELIMINATOR SUPPORTS) 

AutoCAD SHX Text
12/FA/FRP FROM LIFT STATION (REF C-100 FOR CONTINUATION)

AutoCAD SHX Text
4

AutoCAD SHX Text
C-900

AutoCAD SHX Text
EQUIPMENT COVER SUPPORT FOUNDATION DESIGN BY MANUFACTURER (SEE NOTE 7, TYP)

MParon-Boswell
Image

MParon-Boswell
Image


	Sheets and Views
	BUILDING PLAN AND DETAILS


